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SUCOFEED – Corrugated Cables 

7/8" high-flex and annular 	 7/8" annular

Cable design

Order/ 
type no.

SUCOFEED_7/8_HF SUCOFEED_7/8

Cable design

Order/ 
type no.

SUCOFEED_7/8_FR SUCOFEED_7/8_LA SUCOFEED_7/8_LA_FR

Dimension 7/8" high-flex 7/8" Dimension 7/8" 7/8" low attenuation 7/8" low attenuation

Cable group M24 M23 Cable group M23 M25 M25

Jacket version standard standard Jacket version flame retardant standard flame retardant

Inner conductor (Ø in mm) 9.40 9.00 Inner conductor (Ø in mm) 9.00 9.50

Dielectric (Ø in mm) 22.40 22.30 Dielectric (Ø in mm) 22.30 22.70

Outer conductor (Ø in mm) 25.00 24.80 Outer conductor (Ø in mm) 24.80 25.40

Jacket (Ø in mm) 27.50 27.60 Jacket (Ø in mm) 27.60 27.90

Electrical data Electrical data

Typ. operating frequency (GHz) ≤ 4.9 ≤ 5 Typ. operating frequency (GHz) ≤ 5 ≤ 5.0

Impedance (Ω) 50 ± 1 50 ± 1 Impedance (Ω) 50 ± 1 50 ± 1

Capacitance (pF/m) 75.4 75.8 Capacitance (pF/m) 75.8 73.8

Relative signal propagation (%) 85 88 Relative signal propagation (%) 88 90.3

Signal delay (ns/m) 3.90 3.80 Signal delay (ns/m) 3.80 3.70

Max. operating voltage (kVrms) 3.00 2.91 Max. operating voltage (kVrms) 2.91 3.00

Typ. attenuation @ 1 GHz (dB/100m) 4.25 4.11 Typ. attenuation @ 1 GHz (dB/100m) 4.11 3.76

Typ. attenuation @ 2 GHz (dB/100m) 6.42 6.11 Typ. attenuation @ 2 GHz (dB/100m) 6.11 5.53

Typ. attenuation @ 2.2 GHz (dB/100m) 6.81 6.46 Typ. attenuation @ 2.2 GHz (dB/100m) 6.46 5.83

Typ. attenuation @ 2.5 GHz (dB/100m) 7.37 6.96 Typ. attenuation @ 2.5 GHz (dB/100m) 6.96 6.28

Typ. attenuation @ 3.0 GHz (dB/100m) 8.26 7.76 Typ. attenuation @ 3.0 GHz (dB/100m) 7.76 6.97

Max. power @ 1 GHz (40°C) (kW) ≤ 1.940 ≤ 2.190 Max. power @ 1 GHz (40°C) (kW) ≤ 2.190 ≤ 2.440

Max. power @ 2 GHz (40°C) (kW) ≤ 1.372 ≤ 1.549 Max. power @ 2 GHz (40°C) (kW) ≤ 1.549 ≤ 1.725

Max. power @ 2.2 GHz (40°C) (kW) ≤ 1.308 ≤ 1.476 Max. power @ 2.2 GHz (40°C) (kW) ≤ 1.476 ≤ 1.645

Max. power @ 2.5 GHz (40°C) (kW) ≤ 1.227 ≤ 1.385 Max. power @ 2.5 GHz (40°C) (kW) ≤ 1.385 ≤ 1.543

Max. power @ 3.0 GHz (40°C) (kW) ≤ 1.120 ≤ 1.264 Max. power @ 3.0 GHz (40°C) (kW) ≤ 1.264 ≤ 1.409

General data General data

Temp. range operating (°C) – 55 / + 85 Temp. range operating (°C) – 40 / + 85 – 55 / + 85 – 40 / + 85

Temp. range installation (°C) – 25 / + 60 Temp. range installation (°C) – 25 / + 60

Typ. weight (kg/100m) 48.0 53 Typ. weight (kg/100m) 65.0 48 52

Min. bending radius (mm) 90 120 Min. bending radius (mm) 120

For detailed data sheets please go to www.hubersuhner.com and then search for “SUCOFEED”.


